
Setup Instructions for DL3 Recon X (2006-10-11) 
 
 
Warning: Applying an image restoration deletes all Joint Reports and 
return the Recon X to factory settings!  For software updates, use the 
update instructions in section VI. 
 
 
This setup manual provides instructions for setting up the Recon X: 
 

I. Getting the setup image file from the Internet 

II. Set Recon X Date and Time 

III. Transferring the image file (RecXimg) onto the Recon X [factory setting] 

IV. Setting up the Bluetooth® Radio 

V. Installing Printer Port (optional) 

VI. Software Update 
 
 
Note: The Recon X uses Microsoft’s Bluetooth Stack, which requires a different 
communications partnership and COM port for every DataLogger and printer.  Deleting 
an existing partnership is simple; simply hold down on the DataLogger icon in the 
Bluetooth screen and tap “ Delete” .  Setting up a new partnership is easy too; simply 
follow the instructions in section IV.



I.  Getting the setup image file from the Internet 
 
(A) The setup files and this manual can be downloaded from 
 http://www.mcelroy.com/fusion/support/dl3-ppc_recon_install.htm  
 
(B) Click on Recon X image (exe)  
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Click Save: 
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(C) Choose to save it on your Desktop and click Save: 
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(D) After downloading, you should see an icon on your desktop: 

 



II.  Set Recon X Date and Time 
 
[Note: Tap Start > Today to reveal the Today screen] 
 
Tap the time and date field: 
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Tap on the keyboard symbol to bring up the 
onscreen keyboard. 
 

Tap the individual time and date fields to 
change them.  Finally, tap OK (top right corner 
of screen) and tap Yes to save changes. 

 
[PC 0005a.bmp] 

 
[PC 0006.bmp] 

 
 



III.  Transferring the image file (RecXimg.exe) onto the Recon X [factory setting] 
 
The Recon X is environmentally sealed, therefore, programming and setting up the Recon X is 
through its USB port using Microsoft ActiveSync 4.2 or higher. 
 
Note: Please make sure Microsoft ActiveSync is installed on your Desktop or 
Notebook PC before proceeding.  This is a one-time-only setup on the Desktop 
PC.  ActiveSync can be downloaded from: 
http://www.microsoft.com/windowsmobile/downloads/activesync42.mspx 
 
 
With ActiveSync installed, follow these instructions to setup the Recon X: 
 
1) Make sure the Recon X is fully charged or have the AC adapter plugged in during the setup.  

Turn on the Recon X.  For brand new units from the factory, follow the onscreen setup 
instruction. On the Password screen, tap the onscreen Skip button since password 
protection is not required. 

 
[Note: If returning to factory default setting is desired, hold the power button down for 5 
seconds, and on hearing the beep, press both the OK and Windows (á ) buttons 
simultaneously.  Caution: this will erase all programs and data.] 

 
2) Connect the USB cable between the PC and the Recon X.  Wait for the PC to find the 

Recon X hardware and allow time for the ActiveSync program to load. 
 

3) ActiveSync displays the Synchronization Setup Wizard.  Click Cancel. 
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4) Microsoft ActiveSync activates and is connected to the Recon X as below.  Click Explorer. 
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5) An Explorer window appears showing the folder below. 

 
On the Desktop PC, drag the RecXimg.exe file icon from the desktop to the Mobile Device 
folder as shown. 
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6) Click OK on the message below: 
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Wait for the files to be copied: 
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7) Bring up File Explorer to locate the installation program: 
 
Tap Start then Programs. Tap File Explorer. 
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8) In Folder Explorer, navigate to the installation program: 
 
Tap RecXimg: Tap Next to continue: 

 
[PC 0009.bmp] 

 
[PC 00010.bmp] 

 
 
9) Follow the onscreen instructions to install the image on the Recon X: 
 



Check to make sure the date and time are 
correct.  If adjustment is needed, tap Adjust 
time.  Otherwise, tap Next > 

Tap Next to start restoring image. 
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10) The Recon X will perform a soft reset and begin the restore process.  The screen may turn 

dark for 15 seconds.  Watch the screen for progress.  The entire process takes about a few 
minutes. 

 
At the end of a successful image restore, the McElroy DataLogger® screen is displayed: 
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IV. Setting up the Bluetooth® Radio 
 

1) Go to the Today screen by tapping Start > Today. 
 
At the Today screen tap the Bluetooth icon Tap Bluetooth to turn it on 
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2) Setup Bluetooth 
 
Make sure Bluetooth is On then tap Menu Tap Bluetooth Settings 
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3) Select Bluetooth device. (DataLogger must be turned on for this step) 
 
Tap Devices Turn on DataLogger and tap New Partnership 
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4) Wait for Bluetooth devices to be found, and then select it 
 
Select the corresponding DataLogger MDL3 
and then tap Next 

Tap Next 
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5) Accept partnership and service 
 
Tap Yes to accept partnership  
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6) Setup COM port 
 
Select MDL3 and tap COM Ports Tap on New Outgoing Port 
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7) Bind device to COM port 
 
Tap Next Select COM8, uncheck Secure Connection, 

and tap Finish. 
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8) Confirm Bluetooth selection 
 
Tap ok to complete Bluetooth setup Tap X to exit Bluetooth setting 
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9) Access McElroy DL3-PPC program 
 
Tap Start Tap McElroy DL3-PPC 
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10) Setup McElroy DL3-PPC 
 
Tap Menu Tap Settings… 
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11) Setup program COM port 
 
Select COM8 and tap OK Tap Log/Status icon 
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12) Connect to DataLogger® 
 
Tap Connect Turn on DataLogger and then tap OK 
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13) Verify connection and exit program 
 
Verify that connection is established by 
checking pressure and temperature readings.  
Finally, tap Disconn and X to exit. 
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V.  Installing Printer Port (optional) 
 
An Extech thermal printer model S2500THS can be used with the McElroy DL3 DataLogger® 
via Bluetooth® interface. 
 
Following are instructions for setting up the Recon X for Bluetooth printing. 
 
1) Get to the Today screen by tapping Start > Today: 
 
2) Access Bluetooth Menu 
 
Tap the Bluetooth icon Make sure Bluetooth is On.  If not, tap on 

Bluetooth and then tap Menu 
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3) Access Bluetooth Settings 
 
Tap Bluetooth Settings Tap Devices 
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4) Prepare printer for partnership.  Plug in printer power supply to make sure printer stays on. 
 
Turn on printer, then tap New Partnership… Wait for scanning of Bluetooth devices… 
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5) Setup partnership with printer 
 
Tap on the Extech printer icon and then tap 
Next 

Tap Next.  You may be prompted several 
times for passkey, but just tap Next. 
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6) Select serial port service 
 
Tap Serial Port to select service and then tap 
Finish. 

If keyboard is displayed, tap icon to close it. 
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7) Prepare to setup COM port 
 
Tap COM Ports Tap New Outgoing Port¼  
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8) Setup COM port 
 
Make sure EXTECH 2500T is selected then 
tap Next 

Select COM9 
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9) Complete printer COM port setup 
 
Uncheck Secure Connection then tap Finish. Verify COM assignments then tap ok 
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10) Exit Bluetooth settings 
 
Tap X to exit Bluetooth setting 
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VI.  Software Update 
 
This section provides instructions for applying software update.  This procedure will not cause 
loss of joint reports, however, it is always advisable to backup joint reports on a regular basis to 
a desktop PC hard drive and other media. 
 

1) On the Recon X, make sure the DL3-PPC program is not running, by tapping Start > 
McElroy > DL3-PPC, then Menu > Exit. 

 
Updates can be downloaded from: http://www.mcelroy.com/fusion/support/downloads.htm 
 

2) Click on http://www.mcelroy.com/fusion/support/downloads.htm for the download page 
and click DL3-PPC: 
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3) Click Save: 
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Choose to save the file to desktop. 
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4) Make sure that ActiveSync is installed on your desktop computer before proceeding.  If 
ActiveSync is installed, an icon will appear at the bottom of the desktop computer screen 
in the system tray to the left of the clock: 
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Note: If ActiveSync is not installed, please refer to the first part of section III (Transferring 
the image file¼ ) for installation instructions. 

 
 

5) Connect USB cable between Recon X and desktop computer 
 
 

6) ActiveSync displays the Synchronization Setup Wizard.  Click Cancel. 
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7) Once ActiveSync is connected, go to the PC desktop and double click on the setup icon: 
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8) Follow the prompts on the PC screen and the Recon X screen for further details.  
Proceed with all default settings when asked, for example the folder in which to install to, 
and also overwrite existing program on the Recon X 

 
 


